


Gear ratio

m5250 Specification
Engine type

Engine duty rating

Output [ps{kw)]
rem @ full load
Cylinders
Displacement [cc]
Bore [mm]

Stroke [mm]
Compression rafio
Max, torque [kam]
at speed [rpm]
Injection system
Alternator [A]

Electronic engine diagnostic

MAX. Fuel comsumption [Ifh]

Weight [ka]
Propulsion system

mSterndrive for$2508

52505 S250P

S250J

Pleasure & Light commercial

d-Stroke, 4-Valve

E-VGT with Intercooler, fresh water cooling

250(184)

3800

Vé
2959

84

89
17.54

50
2500

48
3500

Common Rall Direct Injection (Plezo injector)

150
YES
51.0
334

Sterndrive Shatftdrive

Waterjet

1.36/1.50/1.65

1.65/1.81/2.0/2.2

1.50/1.65/1.81/2.0/2.2

sMarine Gear

Gear Ratio

1.22/1.56/2.04 /2,52 [ 2.70

1

Weight[ka]| 59

64 68

Weight [ka]

44

32 31

Torque(kgm)

F.C.(L/h)

spPerformance Curve

$250S / 5250P

Torque(kgm)

F.C.(L/h)
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Engine Speed(rpm)

Power(ps)

BSFC(g/kWh)

Power(ps)

BSFC(g/kWh)

®Dimensions

Bravo One X Diesel
Side view

Front view

Local Representalive

ZF 63 A

Side view |

ZF 63 C

Side view L L -~
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